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35EW-6/33 Presentación

35EW-6/33
MOVATTI NG MOTOR P/ENRROLLABLE PUNTO PREFERIDO 1 LIENZO

(MOVATTI NG)
(NO INCLUYE CONTROL) 

Características técnicas 35EW-6/33 IP 44 (WATER RESISTENCE LIMIT)

RATED TORQUE                               6 NM
RATED SPEED                                 33 RPM
TUBE DIAMETER                              35 MM
RATED VOLTAGE                              120 V

MAX NUMER OF TURN                 INFINITUM

RATED FREQUENCY                           60 HZ
RATED POWER                                  102 W
RATED CURRENT                               0.85 A
UNNING TIME                                    4 MIN.

PRODUCT CERTIFICATE BY 

MOVATTI NG CROWN
DRIVE ADAPTER A2305-01

MOVATTI NG MOTOR P/ENROLLABLE
PUNTO PREFERIDO 1 LIENZO

COMPONENTES

MOVATTI NG BRACKET A3634
PARA 1,2 y 3 LIENZOS

MOVATTI NG BRACKET A3632 MOVATTI NG BRACKET A3633
PARA 1,2 y 3 LIENZOS

MOTOR MOVATTI 5.8 MTS
TUBO DE 2'' RANURADO PARA


